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Waco SRE
June 27, 2014
Thursday evening the mount for the electronic speed control was started. The
mount’s base was a piece of 1/16” sheet balsa with the grain horizontal cut to
size. Then it was coated with a thin layer of epoxy and a piece of 1/64” plywood
with the grain vertical was place onto the epoxy and weighted down to dry
overnight. This morning the 1/64” plywood was trimmed and sanded down to the
size of the base. The plywood was given three coats of clear straight nitrate
dope with light sanding in between. A sheet of hook Velcro was cut slightly
smaller than the mount and carefully stuck down on the plywood. Then the
mount was glued inside the right side of the fuselage as shown below.
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A 3.5 mm E-flite male Gold Bullet connector was soldered to each of the three
AXI motor wires as shown below. The female part of the connector was used to
hold the male connector in a small vise while being soldering.

Red heat shrink tubing was then used to cover each of the connectors as shown
below.
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The length of the wires on both the motor and the electronic speed control
were left their original length as it is never a good idea to cut wires short if it
is not absolutely necessary. Both sets of these wires are so flexible it is easy to
form them into a loop as shown below to take up the slack in the extra length.

Back in Report No. 33, the bottom hole in the firewall was enlarged and the
following statement was made: “As you can see below, the speed control can now be
connected to the motor and slipped through the firewall before the motor is
mounted.
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In this picture you can see the electronic speed control installed on its mount,
the motor mounted to the firewall, and the three long connecting wires formed
into an “S” shape inside the forward portion of the fuselage.
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The next task will be to develop, build, and install an adjustable battery mount
so that the desired balance point can be achieved after the model is finished,
but will be the subject of the next report..................Tandy
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